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SECTION ⅠPURPOSE 

The operation and maintenance instruction is used to guide users how to operate and maintain 

LNK-LR-03A liferaft light properly. 

SECTION ⅡDESCRIPTION 

2.1   Introduction 

LNK-LR-01A Liferaft light is position indicating light for Marine liferaft. It complies to the latest 

IMO MSC.81(70) standard as amendment, and has obtained MED certification. The product is 

mount with liferaft. When the liferaft is inflated, the internal and external lights of the liferaft light 

will automatically turn on. The external light installed on the top of the liferaft will output flashing 

white light signal with light intensity > 4.3cd to indicate the position of the liferaft, the internal 

light installed inside the raft emits a constant light of >0.5 cd to provide basic lighting needs for 

the occupants such as reading instructions. After the product is turn on, the user can control the 

light through the manual switch on the light`s main body.   

LNK-LR-01A liferaft light has the advantage of compact design, the internal light combined with 

battery pack to reduce installation workload, excellent low temperature performance. The 

performance and reliability are far beyond the requirements of standards.   

2.2   Product Structure 

2.2.1  LNK-LR-01A liferaft light consists of:  1,The battery main body; 2,The external light with 

wire; 3,Switch starter.The structure is shown as below Figure2-1: 

 

 

 

 

 

 

 

 

 

 

 

 

 

Figure 2-1 Product Structure 

 

① the safety pin   

(remove before installation)   

External light 

battery main body 

Internal Light 
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②“O”shape ring 

External light 
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2.3   Technical Parameter 

Table 2-1 Technical parameter 

Technical Parameters  Specification 

Battery Lithium battery 

External Light 3* LONAKO Patented LED 

Internal Light 1* white LED 

Chromaticity White 

Function External light: Flashing   Internal light: Steady 

Flash Frequency of external light 50～70times/min 

Light Output of External Light ≥4.3 cd 

Light Output of Internal Light   ≥0.5cd 

Operation time ≥15h over 4.3cd at -30℃ 

Working and Storing Temperature -30℃ ～ +65℃ 

Expiry Date 5years 

Weight About 134g (Contain light line) 

 

Dimension 
Battery Body: 68.6*56*39mm 

Outer light holder：Ф38*19 mm       

 

Activation 

Both external and internal light will be activated 

automatically when the life raft is inflated. Both of 

lights can be turned on or off by manual switches. 

Performance Fire-resistant, Oil-resistant, Mould-proof, 

Corrosion-proof, Water-proof. 

Environment Performance Meet RoHS and asbestos-free requirements. 

 

Standards 

 

MSC.81(70) as amended, USCG161.101 

IEC 60945, ISO24408 

Certifications MED, USCG 

 

2.4Marking 

2.4.1  Standard product label markings of LNK-LR-03A liferaft light is shown as below picture. 

Figure2-2: 
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    Figure 2-2 

2.4.1.1 Marking label will be fixed on the main body of the light, and the expiration date will 

be directly reflected on the label or inkjet code.   

2.4.1.2 Marking label contains: 

① Basic information : Product name, Manufacturer`s company website, Product Code         

number, Fulfilled SOLAS and USCG standards, Manufacturer, safety CAUTION 

② Wheel Mark , Notified body number 0474 , and "YYYY" at figure 2-2 ② represents    

mark affixed year. 

③ MFG batch number and EXP. Date：“batch NO” represents the production batch 

number and “EXP.DATE” represents the expiration date of the product, They will be 

shown as MM / YYYY，“MM” represents the month of manufacturing /expired date , “YYYY” 

represents the year of manufacturing/expired date. 

SECTION Ⅲ INSTALLATION INSTRUCTIONS 

3.1 Installation Limitation 

  LNK-LR-01A liferaft light suitable to use on all types of life rafts, especially suitable for small and 

medium-sized life rafts. 

 

3.2 Installation Requirement 

LNK-LR-03A liferaft light should be installed together with life raft, When the liferaft inflated, the 

light should be automatically activated and provide indicating light signal for liftraft, basic 

illuminating need such as reading instructions for the survivors. The users must install the light 

on liferaft by follow steps steps: 

3.2.1 A black safety pin (show in Figure 3-1) is attached to the switch lever of each liferaft light 

before delivery to ensure that the switch won`t activate accidently due to strong vibration 

② Wheel Mark 

① Basic information 

③ MFG batch number and 

EXP. Date 
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during transportation or distribution.  Before installation, the user should remove the safety 

pin and discard the safety pin.  Figure3-1:： 

 

 

 

 

 

 

Figure3-1 

3.2.2 Usually before installation, it is necessary to disassemble the external light wire connector. 

Separate the external light from the main light as below Figure3-1; (Users can decide 

whether to disassemble according to whether it will affect the convenience of assembly)   

 

 

 

Figure3-2 

3.2.3 External light installation instructions: 

Attention: The main material of the product is PC and PVC. Do not directly apply corrosive 

chemicals such as toluene or acetone on the surface of the product, so as not to damage the 

product.   

a. This model adopt compact external light size design. Therefore, the installation method 

depends on mounting hole of liferaft canopy(where the designated external light is installed).  

If there is no existing hole but need open a new one, the suggested diameter is about 

25-28mm, you can directly insert the light cap into the installation hole as shown in Figure 

3-3. Then take a piece of rubber cloth with a diameter ≥105mm, apply adhesive on the 

smooth surface of the rubber cloth, and glue the light installation position from the inside of 

the raft to ensure waterproof; 

 
橡胶布 

Insert the external light mounting 

hole of the raft roof here. 

Orange represents 

the raft canopy   

The side view   

pull up  
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The "O"shape ring should 

tied to a suitable part 

which will pull the ring out 

when liferaft inflated 

Figure 3-3 

b. If the hole in the installation position of the external light on the liferaft roof is larger than 

38mm, it cannot be properly installed. The light holder should be treated in the following 

way first: Take two pieces of round rubber cloth with an outer diameter of ≥105mm, and 

open a hole of 28-29mm in the center of one piece.  Then handle the light holder with glue 

as shown in Picture 3-4.  Then the processed light holder is glued to the installation hole of 

the outer light on the roof of the life raft.  

 

 

 

 

Rubber cloth 1                  Rubber cloth 2 

(outer diameter ≥105mm, 

rubber cloth 2  Inner hole 28 ~ 29 mm)                    

Figure 3-4 

Note: the above external light installation and treatment method is only for reference, if the 

user has other equivalent installation method. As long as the product quality and waterproof 

could be ensured, other equivalent installation methods can also be adopted.   

3.2.4 The main body of the product shall be secured in a suitable position within the raft. The 

main body shall be installed in such a position that the inner light can provide the necessary 

lighting and can be accessed to operate the manual switch on the main light body.   

3.2.5 The “O” shape ring should be tied tightly with a suitable part of liferaft by cord and make 

sure the “O” shape ring must be pulled out automatically when the liferaft is inflated. The detail 

is show as below Figure3-5: 

 

  

 

 

Figure: 3-5 

3.2.6 If the connecting wire was disassembled when installing. After the external lights and 

main body are securely installed, reconnect the cable terminals to the external lights and main 

body, as shown in Figure 3-6. If the connecting wire is not disassembled, check again and lock 

the connector tightly. At this point, the entire installation is completed. After the installation, the 

Place the light between 

the rubber sheets,   

Glue it together   
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product functions should be tested according to 6.2.3 to ensure that the product can work 

normally.  Figure 3-7 shows a complete inflatable life raft and its lights. 

 

 

 

                                       Figure 3-6 

 

 

 

 

 

 

 

 

 

 

 

   Figure 3-7 

SECTION Ⅳ STORAGE REQUIREMENTS 

4.1   Storage Environment Requirements 

LNK-LR-01A liferaft light should be stored in a clean, non-pollution and liquid free environment. 

4.2   Storage Temperature and Humidity Requirements 

Storage temperature should be within -30℃～+65℃(-22°F～+149°F)and the environment 

humidity should be less than 80%. 

SECTION Ⅴ SERVICE LIFE & SAFETY 

      5.1  The service life of LNK-LR-03A liferaft light is five years from the date of manufacture. 

During the service time the storage and application conditions should meet the Section Ⅳstorage 

requirements. 

5.2  Once the lights was been activated ,the external light can keep working for more than 4.3cd 

light intensity during at least 15 hours at -30℃. The inner light will provide regular light with an 

average light intensity greater than 0.5 CD for basic lighting requirements such as reading 

instructions. After the battery runs out, the light should be removed from the installation position 

and replaced by a new one.  

5.3  LNK-LR-01A liferaft light contains Lithium battery. These processes must be handled correctly: 

External light 

Main body 

Internal light and switch 
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5.3.1 Do not dismantle battery pack; 

       5.3.2 Do not make any external electrical connection; 

       5.3.3 Do not recharge; 

       5.3.4 Do not incinerate; 

       5.3.5 Store between -30℃～+65℃. 

SECTION Ⅵ INSPECTION 

6.1  Inspection Time 

LNK-LR-01A liferaft light only need to be inspected before installation or regularly inspected 

together with liferafts at each service life. 

6.2  Inspection Methods 

6.2.1 Inspect the external light and main light body for signs of damage or corrosion. 

Damaged or corrupt lights should be consider as defected and should be replaced. 

6.2.2 Check the expiry date shown on the spurt marks by the side of the lights` main body. If 

the date is more than 5 years from the date of manufacture, liferaft light must be removed and 

replaced a new light.  

6.2.3 Pull out the "O" ring to test the liferaft light. After pulling out the ring, the outer light 

must start and flash, and the inner light must start and emit constant light.  Manually press 

the switch on the main body respectively, and the internal and external lights can be turned on 

or off respectively. After the test is complete, reset the "O" pull ring and push the piston to the 

initial position.   

6.2.4 During storage, the "O" ring pull and push rod must always be kept in the initial state, 

and the safety pin must always be kept in the installation state.   

SECTION Ⅶ MAINTENANCE 

LNK-LR-01A Liferaft light is usually maintenance-free, but in storage devices, it is necessary to 

ensure that the "O" pull ring and push rod are always in the initial state, and the safety pin is always 

in the installed state. The safety pin must be removed during standby service, but the "O" pull ring 

and push piston must stay in their original condition   

SECTION Ⅷ REPAIR AND DISPOSAL INSTRUCTIONS 

8.1  Repair Instructions 

LNK-LR-01A liferaft light cannot be repaired. Just dispose the used and expired lights or other 

defective lights, and replace with new one. 

8.2  Disposal Instructions 

 Dispose of used and expired lights in accordance with local regulation. This process should be 
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done through an approved environment disposal agent. 

SECTION Ⅸ PACKAGING INFORMATION 

9.1 The main body of the product and the external light through PE bag and carton packaging; 

9.2 One Master carton contains 100units liferaft lights. The size of master carton is 415*300*235 

mm and Gross weight is about 16.3 kg/carton。 

SECTION Ⅹ MANUFACTURER INFORMATION 

Company name: XIAMEN LONAKO INDUSTRY & TRADE CO., LTD. 

Add: N307, Weiye Building, China Pioneering Park, Xiamen, Fujian361009, China  

Tel：+86-592-5689172 

Fax：+86-592-5689173 

Email：info@lonako.com 

  Web：www.lonako.com 

（END） 

 


